Rozmery

S nastavitelnym
stojanom

(v najvy$3ej polohe)

Rozmery displeja

Uhlopriecka

Hmotnost’
so stojanom

Hmotnost’

bez stojanu

Prepravna hmotnost’
Prepravny rozmer

Systémové
poziadavky

SP518-NB

Specifikacia

SMART Podium™
Interaktivny disple;
Modely SP518-NB a SP518-SMP

46,7 cm x 33 cm x 7,6 cm (Sxvxh)
(18 3/8" x 13" x 3")

46,7 cm x 32,1 cm x 29,8 cm ($xvxh)
(183/8"x125/8" x 11 3/4")

41,9 cm x 24,1 cm ($xv)
(16 1/2" x 9 1/2")
47 cm (18 1/2")

54kg (12 Ib.)

4,5kg (10 Ib.)

9,5kg (20 Ib. 14 0z.)
55,2 cm x 43,5 cm x 25,9 cm (§xvxh)
(21 7/8" x 17 3/8" x 10 2/8")

Vs8etky rozmery +/- 1/8" (0,3 cm). VSetky hmotnosti +/- 2 Ib. (0,9 kg).

Podpora operac¢nych systémov Windows® 7, 8, 8.1 a Mac OS X 10.7 a 10.8.
Kompletny zoznam poziadaviek najdete na stranke vyrobcu smarttech com/support.

V cene rieSenia je licencia softvéru SMART Notebook® 14.

Zaregistrujte svoj harvdér na_smarttech com/registration a skontaktujte svojho

dodavatela, ktory vam doda licenény klu¢ k softvéru.

Extraordinary made simple” ‘ SMART.


http://www.smarttech.com/support

SP518-SMP

HDCP

Nastavitel'ny stojan

Uchytenie
Kable

Napajanie
Primarna strana

Sekundarna strana

Sprava
napajania

Certifikacia
Environmentalna zhoda

Zaruka

Obrazovka
Snimanie dotyku
Rozhranie
Stranovy pomer
RozliSenie
Pocet farieb

Synchronizacna
frekvencia

SPECIFIKACIA
SMART Podium interaktivny displej - Modely SP518-NB a SP518-SMP

Informacie potrebné k online registracii vasho hardvéru, ktoré vdm umoznia stiahnutie
a aktivaciu softvéru SMART Meeting Pro™ pre operacné systémy Windows® 7, 8 a 8.1
su sucastou balenia.

Rev. 1.3

Umoznuje plynulo nastavit sklon displeja v rozsahu od 60° az do 17,5° od zvislej osi.

Standard VESA® 100 mm

Sucastou balenia su DVI-D / DVI-D, VGA / DVI-A a USB-A / USB-B kable pre pripojenie
displeja k poc¢itadu. Sucast'ou balenia je tiez napajaci kdbel s vidlicou podla Specifickych
poziadaviek cielovej krajiny. Samostatne je potrebné zabezpedit' si kable pre pripojenie
inych zdrojov signalu resp. dat (mys, klavesnica, externy disk a pod.).

Sucastou dodavky je napajaci adaptér.

100V AC az 240V AC, 50 Hz alebo 60 Hz

12V DC, 5A, 60 W maximum

Interaktivny displej je vybaveny médom uspory energie. V tomto mdode sa displej
automaticky vypne, ak ho nepouzivate vopred stanoveny &as. Displej je mozné opatovne
zapnut stlacenim tlacidla On/Off.

CB, CCC, CE, C-Tick, KC, FCC, NOM, UL, GOST-R, PSB, IRAM, TUV-GS, SASO
EU Packaging, RoHS (Europe), Packaging, WEEE

Standardna 2-roéna zaruka

a-Si TFT active-matrix LCD display

technolégia DVIT™ (Digital Vision Touch)

USB 2.0

nativny 16:9, podpora 4:3 a 16:10 pri zmene rozliSenia.
720p (1366 x 768)

16,8 milidna

Vertikalna: 56 Hz

Horizontalna: 76 Hz

POZOR!

Niektoré pocitace Mac prenasaju video signal mimo frekvenény uvedeny rozsah
56 Hz -76 Hz. Takéto pocitate nemézu byt s displejom SMART Podium™ pouzité.
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Kontrast

Jas

Pozorovaci uhol

Video vstup
Spojenie

Odozva displeja
Podsvietenie
tlacidiel
Zivotnost displeja
Stylus
Magneticky ram

Odozva pera
Tlacidlo napajania

Stavovy indikator

Konektivita
DVI-I

USB B

USB A

Zabezpecenie

Skladovanie

Prevadzka

SP518-NB

SP518-SMP

SPECIFIKACIA
SMART Podium interaktivny displej - Modely SP518-NB a SP518-SMP

580:1

180 cd/m?

horizontalny 170°; vertikalny 160°
analégovy 0,7 V., @ 75 ohms
automaticky za menej ako 2 sekundy

5ms

Pre jednoduchSiu orientaciu su tlacidla na rame displeja podsvietené. Ak stlacite Pen Color,
Eraser alebo Select, podsvietené bude aktivne tlacidlo.

30.000 hodin
IR, pripojeny aktivny stylus s komfortnym uchopenim bez potreby batérii

Stylus je mozné odkladat’ na magneticky ram na spodnej strane displeja.

150 pps

zelena - displej je zapnuty; zelena blika - displej sa spusta;

oranzova - displej je pripojeny, ale nec€inny;

zelena - systém komunikuje s ovladaémi; zelena blika - systém je v méde HID (mys)
Cervena - systém nie je pripojeny k PC/laptopu;

video vstup / vystup
pripojenie displeja k PC/laptopu

3 x pripojenie médii, mysi alebo klavesnice

Kensington® bezpecnostny slot

teplota od -10°C do +60°C; nekondenzujuca relativna vlhkost 20% az 90%

teplota od +5°C do +35°C; nekondenzujuca relativna vlhkost 20% az 80%

SMART Podium 518 interactive pen display so softvérom SMART Notebook®

SMART Podium 518 interactive pen display so softvérom SMART Meeting Pro®
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SPECIFIKACIA
SMART Podium interaktivny displej - Modely SP518-NB a SP518-SMP
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Pohlady zboku (so stojanom)

smarttech.com/support
smarttech.com/contactsupport

© 2011 SMART Technologies ULC. All rights reserved. SMART Podium, SMART Notebook, SMART Meeting Pro, DViT, SMART GoWire, smarttech, the
SMART logo and all SMART taglines are trademarks or registered trademarks of SMART Technologies ULC in the U.S. and/or other countries. All third-
party product and company names may be trademarks of their respective owners. One or more of the following patents: US6320597; US6326954;
US6563491; US6741267; US6803906; US6919880; US6954197; US7151533; US7184030; US7236162; US7619617; US7692625; US7757001; US7932899;
USD612396; USD616462; USD617332; and USD636784. Other patents pending. Contents are subject to change without notice. 12/2011.
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