SMART.

Specifikacia
SMART Board® 6065 interaktivny dotykovy displej

Model SPNL-6065

Uvod

Interaktivny dotykovy displej SMART Board® 6055 je vybaveny
patentovanou technolégiou snimania dotyku DViT® (Digital Vision
Touch), a tak je tento LED displej s uhlopriec¢kou 54 1/2" (138,4 cm)
symbidzou Spickovej technolégie a takmer neobmedzenych
moznosti, ktoré v sebe skryva softvér SMART Notebook®.

Svojim 4K ultra-HD rozlisenim ponuka tento displej optimainu
kvalitu obrazu z takmer akéhokolvek uhla. Technoldgia Pen iQ™
je inovéciou, ktord umoznuje pre kazdé pero zvolit ind farbu

a pracovat tak individudlne s lubovolnou aplikaciou.

Schopnost inteligentného rozpozndvania pouzitych néstrojov
a objektov dovoluje vyuZivat funkcie mysi pri dotyku prsta,
vpisovat poznamky digitdlnym atramentom pomocou pera

a mazat iba dlanou alebo mékkou stierkou - to vsetko bez
nekonecného prepinania pracovnych médov. Samozrejmostou
je moznonost vyuzivat pri svojej praci dobre zndme gesta napr. pre zvacsenie
¢i rotaciu objektu, ¢i simultdnna praca dvoch Studentov sicasne.

Viac informécii o tomto produkte najdete na webovej stradnke vyrobcu smarttech.com.

Rozmery a hmotnosti’

Rozmery Hmotnost
61,4 kg (135 Ib. 6 0z.)

Prepravné rozmery $xvxh
(vratane palety)
Jeden interkativny displej

175,8 cm x 126,1 cm x 30,3 cm
(69 1/4" x 49 5/8" x 11 7/8")

31 5/8" (80,4 cm)

Tri interaktivne displeje

v

56 1/4" (142,8 cm) 175,8 cm x 126,1 cm x 90,9 cm

(69 1/4" W x 49 5/8" H x 35 5/8" D)

- 381/2"(97,8cm)
‘\“

< 59 3/8" (150,8 cm) >

Prepravna hmotnost

Jeden interaktivny displej
81,1kg (178 Ib. 13 oz.)

Tri interaktivne displeje
243,3 kg (536 Ib. 6 0z.)

' Vsetky rozmery £ 1/8" (0,3 cm). VSetky hmotnosti + 2 Ib. (0,9 kg).
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Hardvér

Displej
Stranovy pomer
Optimalne rozlisnie
Horizontalna frekvencia
Vertikdlna frekvencia
Kontrast
Jas
Velkost pixelu

Audio

Hluénost

Sucasti balenia

Standard rozhrania

Montazna hibka drziaku

Konektivita

Bocny panel

Spodny panel

16:9

3840 x 2160 @ 30 Hz

244-280 kHz

24-120 Hz

14001

280-360 cd/m?

0,372 mm

integrované postranné reproduktory 2x10 W

35dBA

2,4 m (8') napdjaci kabel
5m (16' 5") USB kébel
Interaktivne pero (x2)

POZOR'!
HDMI kabel nie je stcastou balenia. Odporicania na vyber HDMI kédbla najdete v sekcii

Podmienky instaldcie.

VESA® 400 mm x 400 mm

Minimalna svetlad vzdialenost od steny pre vsetky stcasti a komponenty je 4,2 cm (15/8").

1 vstup USB 2.0 typ-B (dotyk)

1 vstup HDMI® 1.4 Hnml®

1 Vystup 3 5 mm stereo jaCk HIGH-DEFINITION MULTIMEDIA INTERFACE

napdjaci konektor AC

Podmienky instalacie

Instalacia

Laptop/PC

HDMI kébel
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Pozri dokument SMART Board 6065 interactive flat panel setup and maintenance guide
(smarttech.com/kb/170641)

Pozri poslednu verziu SMART Notebook software 14 release notes (smarttech.com/kb/170666)

HDMI 1.4
Odportcana dizka max. 5m (16' 5")


http://www.smarttech.com/kb/170641
http://www.smarttech.com/kb/170666
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Prevadzkové a skladovacie podmienky

Napa3janie

Prikon pri 25°C
Standby maéd
Normalna prevadzka
Maxiélny prikon

Prevadzkova teplota

Teplota skladovania

Vihkost

Certifikacie

Certifikacia

Environmentdlna zhoda
Eurépska Unia

us.

Dalsie informécie

Objednavacie cislo
SPNL-6065

Doplnkové prislusenstvo

Zaruka

Predizenie zaruky
EWY1-SPNL6065

EWY3-SPNL6065

100V AC az 240V AC, 50 Hz az 60 Hz

38 W

175 W

190 W

od 5°C do 35°C

od -20°C do +60°C

nekondenzujlce relativna vihkost 5% az 80%

UL (U.S./Canada), FCC, IC, CE, C-Tick, CB, PSB

REACH, RoHS, WEEE, Packaging

Packaging and Conflict Minerals

SMART Board 6065 interactive flat panel. St¢astou dodavky je softvér SMART Notebook.

Pozri smarttech.com/accessories

Standardnd 2-ro¢né zéruka

Predizenie zaruky je mozné si dokUpit do 90 dni odo dha zakupenia displeja.

Predizenie z&ruky o 1rok

Predizenie z&ruky o 3 roky

smarttech.com/support

smarttech.com/contactsupport

© 2014 SMART Technologies ULC. All rights reserved. SMART Board, DViT, SMART Notebook, smarttech, the SMART logo and all SMART taglines are trademarks or registered
trademarks of SMART Technologies ULCinthe U.S. and/or other countries. All third-party product and company names may be trademarks of their respective owners. This product
and/or use thereof covered by one or more of the following U.S. patents. www.smarttech.com/patents. Contents are subjectto change without notice. 06/2014.
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